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ACT AP8604B GPON OLT 

Installation Manual 

ACT Document Number: ACT AP8604B GPON OLT Installation Manual 

Manual Revision B 

Copyright ©  2024 Ascent Communication Technology Limited.  

All rights reserved. Reproduction in any manner whatsoever without the express written permission of Ascent 

Communication Technology is strictly forbidden.  

This document is produced to assist professional and properly trained personnel with installation and maintenance issues 

for the product. The capabilities, system requirements and/or compatibility with third-party products described herein are 

subject to change without notice.  

 
For more information, contact ACT: support@ascentcomtec.com 
 

 

 

 

 

 

 

 

 

 

 

Revision History 

Revision Date Reason for Change 

A 07/30/2024 Draft 

B 08/02/2024 Initial Release 
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Caution 

Products beyond the warranty period, man-made damage, damage caused by natural disasters 

(such as lightning, rain soaking) are not included in the free warranty. Our company provides paid 

maintenance services.  

 

 

 
Caution 

Other devices failures caused by improper operation are not within the after-sales services of this 

product. 

 

 

 
Caution 

Installation tools are not provided with the device, and needs to be prepared separately. 

 

 

 
Caution 

When the lifetime of our products ends, please handle them according to national laws and 
regulations, or send these products to our company for collective processing.  
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No. Name Description 
1 LED System indicator, data port indicator  
2 Debug PON chip debug port 
3 CLI Console port 
4 MGMT 100M management network port 
5 P1 to P4 PON port 
6 G1 to G4 Uplink Gigabit RJ45 port 
7 TE1 to TE4 Uplink Gigabit SFP port 

 

        

No. Name Description 
1 Grounding Column The grounding must be fine. 
2  AC input 100 to 240V, 50Hz 
3 AC Power Socket AC power socket 
   

 

No. Name Description 

1 Standard Configuration 
4 GE GPON SFP ports, 4 GE RJ45 ports, 4 10G 
SFP+ ports  

2 Dimensions (WxDxH) 440mm*280mm*44mm 
3 Net Weight 3.7KG 
4 Working Temperature/Humidity -10°C to 50°C; 10% to 90% (non-condensing) 
5 Storage Temperature/Humidity -40°C to 85°C; 5% to 95%(non-condensing) 
6 Maximum Power 37W 
7 No-load Power 26W 
8 Input Voltage AC 100 to 240V 
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No. Name Description 

1 SYS 
System indicator:  
When the system starts well, the indicator 
flickers. 

2 ALM 

System Alarm Indicator:  
Off: The device is operating normally. 
On: The device temperature is too high and 
needs to be checked. 

3 P1 to P4 

PON Port Indicator:  
On: The port LINK is normal. 
Flashing: The port is transmitting/receiving 
data.  

4 G1 to G4 

Gigabit Ethernet Port Indicator:  
On: The port LINK is normal. 
Flashing: The port is transmitting/receiving 
data. 

5 TE1 to TE4 

10-Gigabit Optical Port Indicator:  
On: The port LINK is normal. 
Flashing: The port is transmitting/receiving 
data. 
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 Take anti-static measures. During installation, the device should be powered off.  
 Make sure the input voltage is within the input voltage range indicated on the power adapter/device. 
 Keep devices running in a cooling and ventilated environment. 
 Do not open or disassemble the casing of the device.  
 When cleaning the device, please cut off the power supply, and do not use any liquid to wipe the device.  
 Keep the device away from electric lines of force, lamps and power grids. 
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Desktop Installation 

 

 

 

 

 

 

 

      Do not 

Do not put things weighing 4.5 kg or over 4.5 kg on the top of the device. 

Start to install the 
device 

Install the device to the 
specified location 

Connect cables 

Check the installation 

Power on the device 

Finish the installation 

Installation 
preparation 
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Check whether the rack-mount brackets are firmly fixed to the chassis. 

 
AC Power Installation             DC Power Installation 

 

Before disconnecting the ground line, please make sure that all power sources have been disconnected. 
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Configure CLI port 

Step 1: Connect the PC and the CLI port of device through the console cable. 

Step 2: Run the HyperTerminal software on the computer, create a new connection, and set the 

communication parameters: rate of 9600bps, eight data bits, one stop bits, no parity check and no 

traffic control. 

 

The device's system indicator and power indicator are off. 

Troubleshooting steps 

1. Check whether the power on-off of the device is turned on. 

2. Check whether the power cable is connected firmly. 

3. Check whether the power module is faulty.  

4. Check whether the pluggable power module is faulty: replace it with another normal 

pluggable power module. If the device can be powered on normally, it can be confirmed that 

the pluggable power module of the device is faulty. 

5. Check whether the external power adapter is faulty: replace it with another normal external 

power adapter. If the device can be powered on normally, it can be confirmed that the 

external adapter of the device is faulty. 

6. After confirming the above 5 steps, if the device still cannot be powered on normally, please 

contact us. 
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Phone: +49 (0) 6136 926 3246 Cau Giay District, Hanoi 10649, VIETNAM 
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WEB: www.ascentcomtec.com EMAIL: sales@ascentcomtec.com 

 
 
 
 

Specifications and product availability are subject to change without notice.  
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