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Copyright © 2024 Ascent Communication Technology Limited.

All rights reserved. Reproduction in any manner whatsoever without the express written permission of Ascent
Communication Technology is strictly forbidden.

This document is produced to assist professional and properly trained personnel with installation and maintenance
issues for the product. The capabilities, system requirements and/or compatibility with third-party products
described herein are subject to change without notice.

For more information, contact ACT: support@ascentcomtec.com

Revision History

Revision Date Reason for Change
1A 11/05/2022 Initial release

1B 11/05/2024 Format update

1C 12/16/2024 Change module name
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1. Device Description

The forward one-way optical receiver module provides an optical input port and a RF output
port. It is mainly used for optical fiber transmission of downstream analog TV signals, digital

television signals and CMTS data signals in HFC networks.

The optical receiving part adopts a high-response PIN tube or optoelectronic integrated

module with up to 1 GHz band.

The AGC or MGC can be switched and low noise amplifying components are selected to offer

high CNR and low distortion.

Performance Characteristics
*  Support hot swap
. 862MHz/1003MHz band is optional
*  The AGC and MGC gain control modes are optional

i PIN tube and photoelectric integrated module are optional

2. Block Diagram
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3. Performance Parameters

Item Unit Parameter Note
Optical part
Optical Return Loss dB >45
Optical Receiving Wavelength nm 1100 to 1600
Optical Connector Type SC/APC
Fiber Type Single mode
RF Part
Optical AGC Range dBm -8 to +2
Optical AGC Control Point dBm -8/-7/-6/-5/-4/-3/-2 adjustable
Frequency Range MHz 45 to 862/1003
Flatness in Band dB 10.75
Max Output Level dBuvV 2104
Output Return Loss dB 216
Electronic Control EQ Range dB Oto 15
Electronic Control ATT Range dB 0to 15 : PIN diode
0 to 10: Integrated module
C/N dB >51 Optical receiving power: -1dBm
C/CTB dB > 67 84 analog signals with an output level of
C/CSO dB >62 98 dBuVvV
Others
Operating Temperature °C -5to+55
Storage Temperature °C -30to+ 70
Maximum Power Consumption W <18
Weight Kg 1

4. Instruction and Connection
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Front Panel Rear Panel
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Item Standard type WDM type
RF output test port -20dB
2 Optical power indicator Green: -10dBm < optical receiving power < +3dBm

Red: <-10dBm or >+3dBm

3 Module handle

4 Module fixing screw Used to fix the module

5 Optical signal input

6 Module socket Used to connect module and rack

7 RF signal output Correspond to A channel F-type RF connector on

the rear panel of the rack.

Solutions Provider for FTTx, RFoG and HFC www.ascentcomtec.com Page 6 of 8


http://www.ascentcomtec.com/

AH1000 FRDR Optical Receiver Module ﬂSCEﬂT-):(-

Communication Technology

5. Installation

||_!!J| All assembly work should be done by qualified operators.
Note

Memorize the following precautions before installation:
*  This module can be installed in slots 1-16 and can be fully configured.
® Check whether the pins on the rear of the module are bent.
* Install the module in place along the guide and tighten the screws.

* Avoid direct observation and contact with the fiber tip. You must confirm the equipment is off
when cleaning the port.

5.1 Menu Settings

Once the module is installed, the corresponding slot in the display menu will highlight.

After entering the submenu, the following parameters can be seen:

RecvPower XX.XdBm Optical receiving power

OutRFLevel XX.XdBuV Output level

Set AGC XXdBm Set the AGC control range

ATT XXdB Attenuation, type I: 0~15dB, type 11:0~10dB
EQ XXdB Equilibrium, range 0~15dB

ChanNum XX Channel numbers, range 0~100

DevTemp XX.X°C Module temperature

SN Serial number

Version Version number

WorkTime Equipment total operating hours
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Ascent Communication Technology Ltd

AUSTRALIA Hong Kong SAR

140 William Street, Melbourne Unit 9, 12 Floor, Wing Tuck Commercial Centre
Victoria 3000, AUSTRALIA 177 Wing Lok Street, Sheung Wan, Hong Kong SAR
Phone: +61-3-8691 2902 Phone: +852-2851 4722

CHINA USA

Unit 1933, 600 Luban Road 2710 Thomes Ave

200023, Shanghai, CHINA Cheyenne, WY 82001, USA

Phone: +86-21-60232616 Phone: + 1 203 350 9822

EUROPE VIETNAM

Pfarrer-Bensheimer-Strasse 7a 11th Floor, Hoa Binh Office Tower

55129 Mainz, GERMANY 106 Hoang Quoc Viet Street, Nghia Do Ward
Phone: +49 (0) 6136 926 3246 Cau Giay District, Hanoi 10649, VIETNAM

Phone: +84-24-37955917

WEB: www.ascentcomtec.com EMAIL: sales@ascentcomtec.com

Specifications and product availability are subject to change without notice.
Copyright © 2024 Ascent Communication Technology Limited. All rights reserved.
Ver. ACT_AH10_FRDR_QRG_V1c_Nov_2022
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