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1. Device Description

Fig.1 Four-channel return path optical receiver module

Four-channel return path optical receiver module is mainly used for the receiving of return
path television image signal, digital television signal, telephone voice signal and data (or
compressed data) signal. Adopt high quality optical receiving device; signal amplifier adopt
imported low noise GaAs module to ensure the good signal output.

The return path optical receiver module is designed with a high-density 4-way return path
receiving circuit to provide 4 independent outputs or mixed output. High output type or low
output type is optional. Optical input power is as low as -21dBm. It has output level detection
on the front panel and RF output independent shutdown for each channel. AGC or MGC level
control mode is available. 204MHz bandwidth is fully compatible with Docsis3.1 standard
and can be used to form HFC bidirectional network, especially for fiber transmission of

CMTS return path signals.

Structure

Its housing is made of metal sheet. This unit can be mounted or pull out from the rack front.

Performance Characteristics
*  Support hot swap
o Four independent output, four mixed output and two mixed output are optional
*  The 5-204MHz band supports the Docsis 3.1 standard
. The optical AGC and MGC gain control modes are optional
. -21dBm ultra low power reception
. Each RF output has an independent shutdown function

. Internal temperature detection and monitoring functions
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Internal circuit

Each return path optical receiver module includes four optical detectors to receive four-
channel optical signal and change them into RF signal, and pre-amplify them independently.
The RF output signal will turn off RF output automatically when have optical input power
alarm or RF output alarm (RFSwMode AUTO). This module keeps data exchange with status
control system CPU by sampling, A/D switching circuit and communication interface circuit.

This device is suitable for RFOG system. There are 4 configurations option (high-level mixed

output, high-level independent output, low-level mixed output, low-level independent
output).

2. Block Diagram
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Note: The red box is a 4-in-1 mixed output option.
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3. Performance Parameters

Item

Optical Part

Optical return loss

Input optical wavelength
Optical connector type
Fiber type

RF Part

Input optical power range
Optical AGC range
Frequency range
Flatness in band

Output return loss
Maximum output level
(in optical AGC range)

Output shutdown isolation
Adjustable attenuation range

NPR dynamic range

Test point

Others

Operating temperature
Storage temperature
Maximum power consumption
Weight

4. Instruction and Connection
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Front Panel
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Unit

dB
nm

dBm
dBm
MHz
dB
dB
dBuv

dB
dB

dB

dB

°C

°C

Kg

Rear Panel
Independent output Mixed output
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Parameter

>45

1100 to 1600
SC/APC
Single mode

-21to+1

-10to 0

5to 204

+0.75

>16

> 112: High level independent output
2 104: High level mixed output

> 100: Low level independent output
> 92: Low level mixed output

> 60
0 to 10: OptAGCEn:
0 to 30: OptAGCEn:
>20 (NPR230)

Enable
Disable

-20+1

-5to+55
-30to+70
<7

1

Rear Panel
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Item Description

10
11
12
13

14

15

16

17

Independent output

RF output test port (on the
front panel)

Select button for RF output
detection

Optical input indicator of A
channel

Optical input indicator of B
channel

Optical input indicator of C
channel

Optical input indicator of D
channel

Module handle

Optical power input A
Optical power input B
Optical power input C
Optical power input D
Module fixing screw

A channel RF signal output

B channel RF signal output
C channel RF signal output
D channel RF signal output

Module socket

Solutions Provider for FTTx, RFoG and HFC

Mixed output

RF output test port (on the
front panel)

Select button for RF output
detection

Optical input indicator of A
channel

Optical input indicator of B
channel

Optical input indicator of C
channel

Optical input indicator of D
channel

Module handle

Optical power input A
Optical power input B
Optical power input C
Optical power input D
Module fixing screw
Mixed signal output

Mixed signal test point (-20dB)

Module socket

www.ascentcomtec.com

Note

-20dB

Cycle, the indicator of the selected channel
flashes
Indicator on: Input optical power > -26dBm

Indicator off: Input optical power <-26dBm

Flashing: used for RF test

Used to plug the module

Used to fix the module

Correspond to the F connector of A channel
on the rear panel of rack

Correspond to the F connector of B channel
on the rear panel of rack

Correspond to the F connector of C channel
on the rear panel of rack

Correspond to the F connector of D channel
on the rear panel of rack
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5. Installation

||_!!J| All assembly work should be done by qualified operators.

Note
Memorize the following precautions before installation:

* Tryto avoid collision the previously installed application module in the rack, especially the

connected optical fiber.
*  Avoid bending, twisting, twitching and squeezing the optical fiber.

*  This module can be installed in slots 1-16 and can be fully configured.
*  Check whether the pins on the rear of the module are bent.

* Install the module in place along the guide and tighten the screws.

5.1 Mount the Module into the Rack

Steps are shown in Fig.3:
1. Push the module into the application module slot;
2. When itisin the proper place you will hear a “click”.
3. Then tighten the fixing screw.

Fig. 4 Mount the four-channel return path optical receiver module into the rack

5.2 Check the Status Display

*  After inserting module, the corresponding slot will show “"”, as follows:

AH1000

Slot 01:
Pro Re Recv

*  Pressthe “Enter” button to open the status display interface of the current module, and then press up/down to
select the parameters page.

*  Pressthe “ESC” button to exit.
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5.3 Menu Settings

Press “Enter” button to show the status display interface of four-channel return path optical
receiver module, as follows:

AH1000

Slot 01:Pro_Re Recv . BRecvPower -xx.xdBm

CRecvPower -xx.xdBm

Press up/down button to select the menu item, the drop-down menu content shown as
below:

ARecvPower -xx.xdB

BRecvPowel xx.xdBm

AH1000 —
Slot 01:Pro Re Recy
CRecvPowel IBm

DRecvPower IBm
AOutRFLevel . xdBuV
BOutRFLevel x.xdBuV
‘OutRFLevel x.xdBuV
utRFLevel x.xdBuV
AOptAGCEn able
BOptAGCEn Enable
‘OptAGCEn Enable
IPtAGCE Enable Ena Disable
ARFSwMode Auto
BRFSwMode Auto
Auto
Auto m Manual
ON Y OFF

ON OFF

.

iﬁa

i

o~
ON

2

OFF
DRFSwStaus ON OFF
AAtt 0dB
BALtt 0dB
CAtt 0dB
DALt 0dB

ChanNum 0

IIIQIi

DevTemp

SN
Version

WorkTime x.XHoui

Item Unit Description

ARecvPower -xx.xdBm Optical input power of A, B, C, D channels, can set high and low
alarm value.
Press “Enter” to enter the next menu “Set RecvPower”
Alarm-LO: Low optical power alarm threshold, can be set: -
30dBm to 3dBm
Alarm-HI: Optical power high alarm threshold, can be set: -
30dBm to 5dBm
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Item

BRecvPower

C RecvPower

D RecvPower

A OutRFLevel

B OutRFLevel

C OutRFLevel
D OutRFLevel
AOptAGCEn
B OptAGCENn
C OptAGCENn
D OptAGCEn

ARFSwMode

B RFSwMode

Unit
-xX.xdBm

-xX.xdBm

-xX.xdBm

xx.xdBuV

xx.xdBuV

xx.xdBuV
xx.xdBuV
Enable
Enable
Enable
Enable

Auto

Auto

Solutions Provider for FTTx, RFoG and HFC

Description

Output level of A, B, C, D channels, can set high and low alarm
value.

Press “Enter” to enter the next menu “Set Out RF Level”
Alarm-LO: Output level low alarm threshold, can be set to
range: 60dBuV to 120dBuV

Alarm-HI: Output level high alarm threshold, can be set to

range: 75dBuV to 130dBuV

Optical AGC settings of A, B, C, D channels:
Enable: Optical AGC is on

Disable: Optical AGC is off

RF shutdown mode settings of A, B, C, D channels:

Auto: Auto mode, Manual: Manual mode.

In the Auto mode, the optical receiving power low threshold
and output low threshold are the conditions for shutdown, and
the RF output will be automatically turned off if any condition
is satisfied.

RF Output switch status of A, B, C, D channels

ON: output is on, OFF: output is off

When RFSwMode is in Auto, it cannot be manually switched.
When RFSwMode is in Manual, press “Enter” to enter the next
setting menu.

RF attenuation of A, B, C, D channels

OptAGCEN: In the Enable mode, the attenuation range is 0 to
10dB.

OptAGCEnN: In the Disable mode, the attenuation range is 0 to

30dB.

Channel numbers, range 0 to 100
Module temperature

Serial number

Software version number

Total operating hours of the equipment

Optical input power of A, B, C, D channels, can set high and low
alarm value.

Press “Enter” to enter the next menu “Set RecvPower”
Alarm-LO: Low optical power alarm threshold, can be set: -
30dBm to 3dBm

Alarm-HI: Optical power high alarm threshold, can be set: -
30dBm to 5dBm

Output level of A, B, C, D channels, can set high and low alarm
value.

Press “Enter” to enter the next menu “Set Out RF Level”
Alarm-LO: Output level low alarm threshold, can be set to
range: 60dBuV~120dBuV

Alarm-HI: Output level high alarm threshold, can be set to

range: 75dBuV to 130dBuV

Optical AGC settings of A, B, C, D channels:
Enable: Optical AGCis on

Disable: Optical AGC is off

www.ascentcomtec.com Page 10 of 13
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Item Unit Description

C RFSwMode RF shutdown mode settings of A, B, C, D channels:
Auto: Auto mode, Manual: Manual mode.
In the Auto mode, the optical receiving power low threshold

Auto and output low threshold are the conditions for shutdown, and
the RF output will be automatically turned off if any condition
is satisfied.

D RFSwMode Auto RF Output switch status of A, B, C, D channels
ON: output is on, OFF: output is off
When RFSwMode is in Auto, it cannot be manually switched.
When RFSwMode is in Manual, press “Enter” to enter the next
setting menu.

ARFSwStaus ON RF attenuation of A, B, C, D channels
OptAGCEN: In the Enable mode, the attenuation range is 0 to
10dB.
OptAGCEN: In the Disable mode, the attenuation range is 0 to
30dB.

B RFSwStaus ON Channel numbers, range 0 to 100

C RFSwStaus ON Module temperature

D RFSwStaus ON Serial number

AATT xdB Software version number

B ATT xdB Total operating hours of the equipment

CATT xdB Optical input power of A, B, C, D channels, can set high and low
alarm value.
Press “Enter” to enter the next menu “Set RecvPower”
Alarm-LO: Low optical power alarm threshold, can be set: -
30dBm to 3dBm
Alarm-HI: Optical power high alarm threshold, can be set: -
30dBm to 5dBm

DATT xdB Output level of A, B, C, D channels, can set high and low alarm
value.

Press “Enter” to enter the next menu “Set Out RF Level”
Alarm-LO: Output level low alarm threshold, can be set to
range: 60dBuV to 120dBuV

Alarm-HI: Output level high alarm threshold, can be set to

range: 75dBuV to 130dBuV

ChanNum XX Optical AGC settings of A, B, C, D channels:
Enable: Optical AGC is on
Disable: Optical AGC is off

DevTemp xx.x°C RF shutdown mode settings of A, B, C, D channels:
Auto: Auto mode, Manual: Manual mode.
In the Auto mode, the optical receiving power low threshold
and output low threshold are the conditions for shutdown, and
the RF output will be automatically turned off if any condition
is satisfied.
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Item
SN

Version

WorkTime

Unit
XXXXXX

X. XX

x.xHour

Solutions Provider for FTTx, RFoG and HFC

Description

RF Output switch status of A, B, C, D channels

ON: output is on, OFF: output is off

When RFSwMode is in Auto, it cannot be manually switched.
When RFSwMode is in Manual, press “Enter” to enter the next
setting menu.

RF attenuation of A, B, C, D channels

OptAGCEnN: In the Enable mode, the attenuation range is 0 to
10dB.

OptAGCEN: In the Disable mode, the attenuation range is 0 to

30dB.
Channel numbers, range 0 to 100
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AUSTRALIA Hong Kong SAR

140 William Street, Melbourne Unit 9, 12" Floor, Wing Tuck Commercial Centre
Victoria 3000, AUSTRALIA 177 Wing Lok Street, Sheung Wan, Hong Kong SAR
Phone: +61-3-8691 2902 Phone: +852-2851 4722

CHINA USA

Unit 1933, 600 Luban Road 2710 Thomes Ave

200023, Shanghai, CHINA Cheyenne, WY 82001, USA

Phone: +86-21-60232616 Phone: + 1 203 350 9822

EUROPE VIETNAM

Pfarrer-Bensheimer-Strasse 7a 11th Floor, Hoa Binh Office Tower

55129 Mainz, GERMANY 106 Hoang Quoc Viet Street, Nghia Do Ward
Phone: +49 (0) 6136 926 3246 Cau Giay District, Hanoi 10649, VIETNAM

Phone: +84-24-37955917

WEB: www.ascentcomtec.com EMAIL: sales@ascentcomtec.com

Specifications and product availability are subject to change without notice.
Copyright © 2024 Ascent Communication Technology Limited. All rights reserved.
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