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▪ Low Noise RFoG Return 

Receiver  

▪ Four Independent Receivers 

in 1RU Chassis 

▪ Bandwidth 5 to 200MHz 

▪ Redundant AC/DC Power  

▪ Intuitive Front Panel      LCD 

Display 

▪ Universal management 

through craft interface and 

SNMP 

AT5000 1RU Quad Return Receiver offers a flexible, low 
noise, high performance return receiver platform for 
regular CATV or RFoG return path application and long 
distance CWDM/DWDM return data transmission for 
digital CMTS services in CATV networks. Together with 
ACT 1RU AT5000 XMOD and EDFA optical amplifiers, the 
1RU ARQR return receiver provides an ideal long distance 
video and short, medium video overlay solution in 
traditional HFC network and also high density FTTX 
networks to bring back the data signal from business and 
subscriber home premises. 

AT5000 1RU Quad Return Receiver is designed with four 
independent optical receiver modules in one pizza box 
platform, converting upstream optical signals into RF at 
the headend or remote hubs. AT5000 ARQR incorporates 
the low noise PIN detector and RF amplifier chain. Internal 
selectable RF attenuators can be adjusted to achieve 
flexible output power.  Good link performance enables 
DOCSIS 3.0 upstream bonding on PON architectures. 

AT5000 ARQR receiver is equipped with intuitive front 
panel LCD display to make operator’s life easier. The 
optical receiver is packaged in a self-contained 19” sub-
rack of 1 RU with universal mains power supply and SNMP 
management. 
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Key Features  

• Compatible with FTTX PON, EPON, GPON, BPON, DPON application 

• High Performance, Low Noise RFoG Return Receiver  

• Four Independent Receivers in 1RU Chassis 

• Bandwidth 5 to 100MHz for RFoG or 200MHz for Standard RRX 

• Suitable for RFoG or long-distance return CWDM/DWDM applications  

• Dual redundant hot-swappable AC or DC power supplies  

• Front-panel LCD for local monitoring of transmitter status  

• Local or remote monitoring and configuration  

• SNMP/HTTP monitoring, management and control  

 

Application Diagram  
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Specifications  

AT5000 Analog Return Quad Receiver, ARQR 

Item Description Remarks 

Optical Parameters 

Working Wavelength 1200 nm to 1600 nm   

Optical Reflection >45 dB   

Optical Input Power  +0 dBm to -25 dBm - 

AGC Control +0 dB to -20 dB  

Fiber Connector FC/APC or SC/APC   

RF Parameters 

Work Bandwidth 5 MHz to 200 MHz   

Flatness ±0.75 dB   

Return Loss ≥16 dB   

Output Impedance 75 Ω   

Output Level ≥104 dBµV   

RF Test Port -20 dB ± 1 dB On front panel 

Output Level Adjust Range 0 dB to 20 dB AGC mode  

Output Level Adjust Range 0 dB to 31 dB AGC mode  

Working Mode AGC or MAC    

 General Parameters 

Working Temperature -5 °C to +50 °C   

Storage Temperature -30 °C to +70 °C   

Relative Humidity 5 % to 95 %  

Dimensions (L×W×H) 483 mm× 350 mm × 44 mm 19” 

Power Consumption <22   

 

 

Ordering Information  

AT5000 ARQR Series   Description 

AT-50-ARQR-SC-AC2 AT5000 1RU Quad Return Receiver 4 optical input, SC/APC connectors, Dual 

DC PS 

AT-50-ARQR-RG-SC-AC2 AT5000 1RU Analog RFoG Quad Return Receiver 4 optical input, SC/APC 

connectors, Dual AC PS 

AT-50-ARQR-RG-SC-AD2 AT5000 1RU Analog RFoG Quad Return Receiver 4 optical input, SC/APC 

connectors, Redundant AC and DC PS 
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Contact Information  

 

 

 
 

 

 
 
 

Ascent Communication Technology Ltd  
  
AUSTRALIA HONG KONG SAR 
140 William Street, Melbourne Unit 9, 12th Floor, Wing Tuck Commercial Centre 
Victoria 3000, AUSTRALIA 177 Wing Lok Street, Sheung Wan, HONG KONG 
Phone: +61-3-8691 2902 Phone: +852-2851 4722 
  
CHINA USA 
Unit 1933, 600 Luban Road 2710 Thomes Ave  
200023, Shanghai CHINA Cheyenne, WY 82001, USA 
Phone: +86-21-60232616 Phone:  +1-203 816 5188 
  
EUROPE VIETNAM  
Pfarrer-Bensheimer-Strasse 7a 15 /F TTC Building, Duy Tan Street 
55129 Mainz, GERMANY Cau Giay Dist., Hanoi, VIETNAM 
Phone: +49 (0) 6136 926 3246 
 

Phone: +84 243 795 5917 

 
WEB: www.ascentcomtec.com 

 
EMAIL: sales@ascentcomtec.com 
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