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AMP300 Series 
 

▪ Video processing platform 

with flexible input and output 

▪ Compact 1RU design 

▪ Module-based with 

comprehensive application 

modules 

▪ 3 slots available for 

configuration 

▪ Up to 4 Gbps capacity 

▪ Dual power supply 

▪ Web GUI and SNMP 

  

Ascent’s AMP300 is a cost-effective multipurpose video 
processing platform useful for various video delivery 
applications. 

 

With multiplexing/ASI/IP built in to the platform, 
AMP300 supports 3 functional modules for receiving, de-
scrambling, encoding, transcoding, decoding, scrambling, 
modulation and streaming. 

 

Customers can easily adopt an analog-to-digital video 
service or turn around your service into IP-based 
network or leverage its high density to support multi-
channel video processing with less investment. 
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Key Features  

• Compact modular design: 1RU with 3 modules  

• Supports up to 4 Gbps video multiplexing and TS stream multiplexing/grooming 

• Supports EIT multiplexing (optional) and EPG/SI insertion (both DVB and ATSC standard) 

• Embedded ASI/IP interfaces in the main chassis 

• Dual redundancy power supply (optional) 

• Easy configuration tools: Web-UI and SNMP 

• Easy upgrade to new technologies with only module replacement 

• Low power consumption and high reliability with MTBF (Mean Time Between Failure) ≥100,000 

hours 

 

Specifications  

Chassis 

Capacity 4 Gbps (approx. 1000 programs) 

Slot Number 3 slots 

Interface 2 × ASI Inputs (BNC, Female, 75 Ω ports) 

2 × ASI outputs (BNC, Female, 75 Ω ports) 

1 × GbE TS/IP (RJ45) 

1 × management (RJ45) 

ASI (On-Chassis) 

Bit Rate per Port 1 MPTS/SPTS at max. 100Mbps per port 

Multiplexing 

Routing Any input to any output 

Table Supported SI/PSI/PSIP 

PID Processing Pass-through, remapping, filtering 

EIT Processing Re-multiplexing (optional) and pass-through 

External Data EPG and SI insertion 

Management 

Hardware Interface 1 × RJ45 (100 Mbps) 

User Interface LED indicators 

LCD screen 

Front panel control 

Web UI 

SNMP (monitoring only) 

IP (On-Chassis) 

Protocol TS over UDP/RTP, unicast/multicast 

MPEG TS MPTS and SPTS 
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Channel 64 streams input 

32 streams output 

Bit Rate per Port Max. 780 Mbps (effective 650 Mbps) 

De-jittering PCR 

Management IGMP V1, IGMP V2, IGMP V3 

FEC ProMPEG, input and output 

Physical 

Input Voltage 90 VAC to 260 VAC 

Dual Power Supply Optional 

Power Consumption Max. 60 W 

Chassis Dimensions (W × H × D) 480 mm × 44 mm × 440 mm, 1RU 

Operating Temperature 0 °C to 50 °C 

Storage Temperature -10 °C to 70 °C 

Operating Humidity <95 % RH 

MTBF ≥100,000 hours 

 

Ordering Information  

Model Description 

AMP300-RD-CH-DC2 AMP300 Multimedia platform 1RU Chassis with 3 application slots Dual DC PS 
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Contact Information  

 

 

 
 

 

 
 
 

Ascent Communication Technology Ltd  
  
AUSTRALIA HONG KONG SAR 
140 William Street, Melbourne Unit 9, 12th Floor, Wing Tuck Commercial Centre 
Victoria 3000, AUSTRALIA 177 Wing Lok Street, Sheung Wan, HONG KONG 
Phone: +61-3-8691 2902 Phone: +852-2851 4722 
  
CHINA USA 
Unit 1933, 600 Luban Road 2710 Thomes Ave  
200023, Shanghai CHINA Cheyenne, WY 82001, USA 
Phone: +86-21-60232616 Phone:  +1-203 816 5188 
  
EUROPE VIETNAM  
Pfarrer-Bensheimer-Strasse 7a 15 /F TTC Building, Duy Tan Street 
55129 Mainz, GERMANY Cau Giay Dist., Hanoi, VIETNAM 
Phone: +49 (0) 6136 926 3246 
 

Phone: +84 243 795 5917 

 
WEB: www.ascentcomtec.com 

 
EMAIL: sales@ascentcomtec.com 
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