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AMP500 Series 
 

▪ Supports up to 6 modules 

▪ Supports 1 ASI output 

▪ Supports 2 GE output, 512 

SPTS output from GE1, 8 

MPTS output from GE2, 

Unicast/Multicast, RJ45/SFP 

interface 

▪ Supports 1 TS input from each 

module 

▪ Supports multiplexing TS 

from different modules to 

one TS and output through 

one module or GE1/GE2 port 

▪ Supports Web management, 

updates via web 

 

 

Ascent’s AMP500 Digital Platform is a cost-effective 
multipurpose video processing platform useful for various 
video delivery applications. This 6-module series products 
are the new generation of intelligent head-end 
equipment.  

AMP500 chassis comes with 6 independent module slots. 
Each module can be configured individually based on the 
applications including encoding, decoding, trans-coding, 
multiplexing, descrambling and modulating processing 
and the combination of all these functions. Besides, it 
supports one power supply or two for optional. 

Customers can easily adopt an analog-to-digital video 
service or turn around your service into IP-based network 
or leverage its high density to support multi-channel video 
processing with less investment. IU device with the 
powerful performance, this series product will be widely 
used in new generation digital TV system with most cost-
effective proposal 
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Key Features  

• Supports a flexible combination of different type of modules  

• Supports up to 6 modules 

• Supports 1 ASI output (MPTS2) 

• Supports 2 GE output, 512 SPTS (UDP, RTSP/RTP) output from GE1, 8 MPTS (UDP, RTP) output 

from GE2, Unicast/Multicast, RJ45/SFP interface 

• Supports 1 TS (MPTS/SPTS) input from each module, and maximum bitrate is 350 Mbps 

• Supports multiplexing TS from different modules to one TS and output through one module or 

GE1/GE2 port 

• Supports web management, updates via web 

 

Specifications  

Port  

GE1 TX/SFP, 512 SPTS 

GE2 TX/SFP, 8 MPTS 

NMS Network Management Software connection 

CAS To the PC installing CAS 

ASI out Multiplexing TS out 

General  

Dimensions (W×D×H) 480 mm × 412 mm × 44.5 mm 

Approx. Weight 9 g 

Operating Temperature 0 °C to +45 °C 

Storage Temperature -20 °C to +80 °C 

Power Supply AC 110V±10 %, 50/60Hz or AC 220V±10 %, 50/60Hz 

Power Consumption 20 W 
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Ordering Information  

Product Name Product Description 

AMP500  AMP500 Digital Media Platform Chassis 

 

Part No. Module 

AMP500-002P 2 IP Transcoding  

AMP500-102H 2 HDMI Encoding/Transcoding 

AMP500-102S 2 HD-SDI Encoding/Transcoding 

AMP500-104A 4 CVBS Encoding  

AMP500-104H 4 HDMI Encoding  

AMP500-204P 4 ASI/IP Multiplexing  

AMP500-205A 5 ASI Multiplexing 

AMP500-416Q 16 QAM Modulating  

AMP500-432Q 32 QAM Modulating  

AMP500-608D 8 DVB-T Modulating 

AMP500-608A 8 ATSC Modulating 

AMP500-802D 2 HD-SDI Decoding 

AMP500-802S 2 DVB-S/S2 Tuner Descrambling  

AMP500-802C 2 DVB-C Tuner Descrambling  

AMP500-804S 4 FTA DVB-S/S2 Tuner 

AMP500-804C 4 FTA DVB-C Tuner  

AMP500-804T 4 FTA DVB-T/T2 Tuner 
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Contact Information  

 

 

 
 

 

 
 
 

Ascent Communication Technology Ltd  
  
AUSTRALIA HONG KONG SAR 
140 William Street, Melbourne Unit 9, 12th Floor, Wing Tuck Commercial Centre 
Victoria 3000, AUSTRALIA 177 Wing Lok Street, Sheung Wan, HONG KONG 
Phone: +61-3-8691 2902 Phone: +852-2851 4722 
  
CHINA USA 
Unit 1933, 600 Luban Road 2710 Thomes Ave  
200023, Shanghai CHINA Cheyenne, WY 82001, USA 
Phone: +86-21-60232616 Phone:  +1-203 816 5188 
  
EUROPE VIETNAM  
Pfarrer-Bensheimer-Strasse 7a 15 /F TTC Building, Duy Tan Street 
55129 Mainz, GERMANY Cau Giay Dist., Hanoi, VIETNAM 
Phone: +49 (0) 6136 926 3246 
 

Phone: +84 243 795 5917 

 
WEB: www.ascentcomtec.com 

 
EMAIL: sales@ascentcomtec.com 
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