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GPON ONT 

1 GE+WiFi+CATV 
 
 
 
 AP201C Series 

 

 

 

▪ FTTH, FTTB, PON + EOC 

▪ ITU-T G.984 compliant 

▪ 1 × auto-adapting GE port 

▪ 802.11 b/g/n WiFi 

▪ CATV RF 

▪ DBA support 

▪ VLAN Configurations 

▪ Web-based GUI 

▪ Auto-negotiation and 

MDI/MDIX 

▪ Broadband internet, IPTV, 

VOD, IP camera, WiFi 

 

AP201CWT GPON HGU ONT is a GPON optical network unit 

designed to meet the requirements of broadband access 

networks. It is ideal for FTTH/FTTO applications to provide 

data, voice, and video services based on a GPON network. 

AP201CWT GPON ONT meets the ITU-T G.984 GPON 

standard and delivers higher bandwidth and higher efficiency 

using larger variable-length packets. It provides one GE auto-

adapting Ethernet port, 802.11 n/b/g Wi-Fi and CATV port. It 

features high-performance forwarding capabilities to ensure 

excellent experience with VoIP, internet, and HD video 

services. AP201CWT provides a perfect terminal solution and 

future-oriented service supporting capabilities for FTTH 

deployment.  

AP201CWT offers efficient packaging of user traffic, with 

frame segmentation allowing higher quality of service (QoS) 

for delay-sensitive voice and video communications traffic. 

AP200CWT series GPON ONT provides the reliability and 

performance expected for business services and are an 

attractive way to deliver residential services. GPON enables 

Fiber to The Home (FTTH) deployments economically 

resulting to accelerated growth worldwide. 
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Key Features  

• In compliant with ITU - T G. 984 Standard 

• Support ONU auto-discovery/Link detection/remote upgrade of software 

• Wi-Fi series meet 802.11 n/b/g technical standards 

• Support VLAN transparent, tag configuration 

• Support multicast function 

• Support DHCP/Static/PPPOE internet mode  

• Support port-binding 

• Support OMCI+TR069 remote management 

• Support data encryption and decryption function 

• Support Dynamic Bandwidth Allocation (DBA)  

• Support MAC filter and URL access control 

• Support power-off alarm function, easy for link problem detection 

• Specialized design for system breakdown prevention to maintain stable system 

• EMS network management based on SNMP, convenient for maintenance   

 

Application Diagram  
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Specifications  

AP201CWT GPON ONT 

Interface 
PON Interface 1 × GPON port, FSAN G.984.2 standard, Class B+ 

Downstream data rate: 2.488 Gbps 
Upstream data rate: 1.244 Gbps 
SC/APC single mode fiber 
28 dB link loss and 20 km distance with 1:128 

User Ethernet Interface 1 × 10/100/1000M auto-negotiation 
Full/half duplex mode 
RJ45 connector auto 
MDI/MDI-X 
100 m distance 
 

Power Interface 12 VDC power supply 
Performance Parameters 
PON Optical 
Parameters 

Wavelength: Tx 1310nm, Rx 1490nm 
Tx optical power: 0.5 dBm to 5 dBm 
Rx sensitivity: -28 dBm 
Saturation optical power: -8 dBm 

Data Transmission 
Parameters 

PON throughput: downstream 2.488 Gbps; upstream 1.244 Gbps 
Ethernet: 1000 Mbps 
Packet loss ratio: <1*10E-12 
Latency: <1.5 ms 

Network Management 
Network Management Standards compliant OMCI interface as defined by ITU-T G.984.4 

Supports WEB management and TR069 remote management 
Management Function Status monitor, configuration management, alarm management, log management 
Physical Characteristics 
Shell White plastic casing 
Power <4W, 12 V / 0.5 A power supply adapter 
Physical Specifications Item dimensions (L × W × H): 125 mm × 80 mm × 28 mm 

Item weight: 0.2 kg 
Environmental 
Specifications 

Operating temperature: 0 °C to +50 °C 
Storage temperature: -40 °C to +85 °C 
Operating humidity: 10 % to 90 % RH (non-condensing) 
Storage humidity: 10 % to 90 % RH (non-condensing) 

 

WiFi Specifications 

Item Description 
Operating Mode Router or bridge 
Technical Standard IEEE802.11b/g/n  
Frequency 2.412 GHz to 2.472 GHz 
Antenna Gain 5 dBi 

Support Rate 
802.11b: 1, 2, 5.5, 11 Mbps  
802.11g: 6, 9, 12, 24, 36, 48, 54 Mbps  
802.11n: max rate 300 Mbps 

Channel 2.4GHz Channel: 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13  
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Modulation Mode 

11b: DSSS: DBPSK (1 Mbps), DQPSK (2 Mbps), CCK (5.5/11 Mbps)  
11g: OFDM: BPSK (6/9 Mbps), QPSK (12/18 Mbps), 16QAM (24/36 Mbps) 
Q64QAM (48/54 Mbps)  
11n: MIMO-OFDM: BPSK, QPSK, 16QAM, 64QAM  

 Receive Sensitivity 

11Mbps: ≤-90 dBm  
54 Mbps: ≤-76 dBm  
HT20 MCS7: ≤-73 dBm  
HT40 MCS7: ≤-70 dBm  

Transmit Power 802.11n: 17 dBm 
Encryption mode AES, TKIP, WPA, WPA2, WPA-PSK/WPA2-PSK 

 

 

Ordering Information  

 

Item Description 

AP201CW-GE-00-N-S-2 AP200CW GPON ONT 1x GE (1.25G US, 2.5G DS ), 1xGE, WIFI b/g/n, Single 

Fiber, SC/PC, external power supply adapter 

AP201CWT-GE-TV-N-S-1 AP200CW GPON ONT 1x GE (1.25G US, 2.5G DS ), 1xGE, WIFI b/g/n, CATV 

RF, Single Fiber, SC/APC, external power supply adapter 
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Contact Information  

 

 

 
 

 

 
 
 

Ascent Communication Technology Ltd  
  
AUSTRALIA HONG KONG SAR 
140 William Street, Melbourne Unit 9, 12th Floor, Wing Tuck Commercial Centre 
Victoria 3000, AUSTRALIA 177 Wing Lok Street, Sheung Wan, HONG KONG 
Phone: +61-3-8691 2902 Phone: +852-2851 4722 
  
CHINA USA 
Unit 1933, 600 Luban Road 2710 Thomes Ave  
200023, Shanghai CHINA Cheyenne, WY 82001, USA 
Phone: +86-21-60232616 Phone:  +1-203 816 5188 
  
EUROPE VIETNAM  
Pfarrer-Bensheimer-Strasse 7a 15 /F TTC Building, Duy Tan Street 
55129 Mainz, GERMANY Cau Giay Dist., Hanoi, VIETNAM 
Phone: +49 (0) 6136 926 3246 
 

Phone: +84 243 795 5917 

 
WEB: www.ascentcomtec.com 

 
EMAIL: sales@ascentcomtec.com 
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