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GPON ONT 

1GE+3FE, WiFi 

 

 

 

 

AP204EW Series 
 

▪ ITU-T G.984 GPON standard 

▪ 2.5 Gbps downlink 

▪ 1.25 Gbps uplink 

▪ Dual external antennas 

▪ WiFi 802.11 b/g/n 

▪ 1310 nm TX and 1490 RX 

▪ L2 switching and L3 routing 

▪ Secure service carrying ability 

▪ High service control capability 

▪ Advanced energy saving 

techniques 

 

  

Ascent’s AP204EW Series is a series of optical network 
units designed to meet the requirements of broadband 
access networks. They are ideal for FTTH/FTTO 
applications to provide data, voice, and video services 
based on a GPON network. 

AP204EW Series meets the ITU-T G.984 GPON standard 
and delivers higher bandwidth and higher efficiency using 
larger variable-length packets. It provides four GE auto-
adapting Ethernet ports as well as 802.11 b/g/n WiFi. It 
features high-performance forwarding capabilities to 
ensure excellent experience with high speed internet and 
HD video services. AP204EW provides a perfect terminal 
solution and future-oriented service supporting 
capabilities for FTTH deployment.  

AP204EW offers efficient packaging of user traffic, with 
frame segmentation allowing higher quality of service 
(QoS) for delay-sensitive video communications traffic. 
AP204EW Series GPON ONT provides the reliability and 
performance expected for business services and are an 
attractive way to deliver residential services. GPON 
enables Fiber to the Home (FTTH) deployments 
economically resulting to accelerated growth worldwide. 
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Key Features  

• PON transmission rate of 2.5 Gbps downlink / 1.25 Gbps uplink 

• 1310 nm TX and 1490 nm RX 

• 802.11 b/g/n wireless LAN 

• Dual external antennas 

• Multiple SSIDs 

• VLAN port filtering 

• IGMP snooping 

• WEP, WPA-PSK (TKIP), & WPA2-PSK(AES) security 

• Compliant with ITU-T G.984.x 

 

 

 

 

Application Diagram  
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Specifications  

Item Description 

Interface  

Flash Memory 128 MB NAND 

SDRAM 128 MB DDR3 

Uplink Ports 1 × GPON port (SC/APC. BOSA) 

Service Ports 1 × 10/100/1000 BASE-T ports, 3 × 10/100BASE-T ports (RJ45) 

WiFi Interface IEEE802.11b/g/n 2x2 wireless interface 

USB Ports 1 × USB port 

Miscellaneous Interface WLAN, WPS 

Reset button (system reboot) 

General Characteristics  

Operating Temperature -5 °C to +50 °C 

Operating Humidity  20 % to 90 % RH (non-condensing)  

Power Voltage (Adapter) Input: 100 VAC to 240 VAC, 50/60Hz 

Output: 12 VDC/1A 

Dimensions (W × H × D) 160 mm × 54.3 mm × 130 mm 

GPON • ITU-T G.984 compliant 

• Forward Error Correction (FEC) 

• Multiple T-CONTs/GEM ports per device 

• Flexible mapping between GEM port and T-CONT 

• Dying gasp 

Layer 2 • Untagged port configuration 

• IEEE802. 1D and IEEE802.1Q bridging 

• Standard Ethernet bridging 

• MAC address learning with auto aging (up to 4K MAC addresses) 

VLAN • VLAN port filtering 

• Destination address port filtering 

Multicast • IGMP snooping 

QoS • HW-based internal IEEE 802.1p (CoS) 

• Strict Priority (SP) 

• 8 queues per port 

WiFi • IEEE802. 11b/g/n compliant 

• Multiple SSIDs 

• Bandwidth: 2.4GHz 

• 64/128bit wireless encryption protocol (WEP) 

RGU (L3 Routing Mode) • PPPoE client: one client per RG ONT 

• DHCP server / client 

• DNS relay server (DNS relay, DNS transparent) 

• NAT and NAPT: 16K session (US 8K, DS 8K) 

• Port forwarding 

• Stateful packet inspection firewall with ACL 
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Ordering Information  

Product Name Product Description 

AP204EW AP200 Series FTTH ONT, 1 GPON interface (SC/APC), 1GE + 3 FE, dual external 

antennas, 12 VDC / 1 A, external adaptor 
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Ascent Communication Technology Ltd  
  
AUSTRALIA HONG KONG SAR 
140 William Street, Melbourne Unit 9, 12th Floor, Wing Tuck Commercial Centre 
Victoria 3000, AUSTRALIA 177 Wing Lok Street, Sheung Wan, HONG KONG 
Phone: +61-3-8691 2902 Phone: +852-2851 4722 
  
CHINA USA 
Unit 1933, 600 Luban Road 2710 Thomes Ave  
200023, Shanghai CHINA Cheyenne, WY 82001, USA 
Phone: +86-21-60232616 Phone:  +1-203 816 5188 
  
EUROPE VIETNAM  
Pfarrer-Bensheimer-Strasse 7a 15 /F TTC Building, Duy Tan Street 
55129 Mainz, GERMANY Cau Giay Dist., Hanoi, VIETNAM 
Phone: +49 (0) 6136 926 3246 
 

Phone: +84 243 795 5917 

 
WEB: www.ascentcomtec.com 

 
EMAIL: sales@ascentcomtec.com 
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