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100W Dummy Load datasheet

Communication Technology

Ascent Dummy Load 100W, DC-3GHz

Key features

€ Low VSWR

€ High reliability

€ Compact size and light weight
€ Easy to be installed

Specifications

Electrical Specifications

N Female A95433510 | A95437510 | A95440510 | A95444510 | A95447510 | A95450510 | A95453510
N Male A95433520 | A95437520 | A95440520 | A95444520 | A95447520 | A95450520 | A95453520
4.3-10 Female | A95433530 | A95437530 | A95440530 | A95444530 | A95447530 | A95450530 | A95453530
Product No. 4.3-10 Male | A95433540 | A95437540 | A95440540 | A95444540 | A95447540 | A95450540 | A95453540
7-16 Female | A95433550 | A95437550 | A95440550 | A95444550 | A95447550 | A95450550 | A95453550
7-16 Male A95433560 | A95437560 | A95440560 | A95444560 | A95447560 | A95450560 | A95453560
Input Power (W) 2 5 10 25 50 100 200
Frequency Range (MHz) 0-3000
Return Loss (dB) >21
VSWR 1.15
Power per input (W) 2100

PIM3 (@2x43 dBm

Carrier) (dBc) <-105,2W/5W10W/25W(@2x33 dBm Carrier),Others(@2x43 dBm Carrier)

Impedance (Q) 50

Mechanical Specifications

Dimensions | N T 22x47/ ¢ 200x176x7
, HXWXD Female/Male 22.0x54 ¢ 60x46.5 ¢ 60x80 176x176x75 5
Conectoss | 4310 C22x57/C | g 60xa6.5 | C60x80 | 176x176x75 | 200x176x7
and Female/ Male 22x50 : 5
mounting | 7.1 Female/ ¢ 22x46/ ¢ 200x176x7
Fr;arﬂ;e) Male Py ¢ 60x46.5 | €60x80 | 176x176x75 c
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Weight

N

(including Female/Male 0.2 0.3 0.45 2.05 2.35

connectors [, 37,

and Female/ Male 0.2 0.3 0.45 2.05 2.35

mounting

bracket) | 7-16 Female/ 0.25 0.35 0.5 2.1 2.4

(ke) Male . . . . .

2W/5W:70x30x30(100Pcs/box

Packing Size(mm) 10W/25W/50W:160x70x70(50Pcs/box)
100W/200W:270x230x120(8Pcs/box)

Connector type N Male

Outer connector contact

plating Terany alloy

Inner connector contact .

plating Silver

Color Black

Mounting Wall Mounted

Net Weight >1.6 kg

Environmental Specifications

(Op;erational Temperature -40 to +65

°C

Operational Humidity (%) <95

Ingress Protection Class IP65(Indoor and Outdoor)
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Mechanical Specifications (Unit:mm)
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Ordering Information
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Product Name Product Description
A954XX5X0 Dummy load ,XX: Connector type, X: Power input
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Ascent Communication Technology Ltd

AUSTRALIA HONG KONG SAR

961 Mountain Highway, Boronia Unit 9, 12" Floor, Wing Tuck Commercial Centre
Victoria 3155, AUSTRALIA 177 Wing Lok Street, Sheung Wan, HONG KONG
Phone: +61-488 293 682 Phone: +852-2851 4722

CHINA USA

Unit 1907, 600 Luban Road 2710 Thomes Ave

200023, Shanghai CHINA Cheyenne, WY 82001, USA

Phone: +86-21-60232616 Phone: +1-203 816 5188

EUROPE VIETNAM

Pfarrer-Bensheimer-Strasse 7a 15 /F TTC Building, Duy Tan Street

55129 Mainz, GERMANY Cau Giay Dist., Hanoi, VIETNAM

Phone: +49 (0) 6136 926 3246 Phone: +84 168 481 8348

WEB: www.ascentcomtec.com EMAIL: sales@ascentcomtec.com

Specifications and product availability are subject to change without notice.
Copyright © 2017 Ascent Communication Technology Limited. All rights reserved.
Ver. 100W Dummy Load datasheet
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