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Specifications  

Electrical Specifications 

Product No. A94012020(1-2) 

Capacitance (pF/m) Nom. 76 

Inductance (µH/m) 0.19 

Impedance (Ω) 50±1 

Inner Conductor DC-Resistance 1.57 

Outer Conductor DC-Resistance 2.7 

VSWR 

890 – 960 MHz ≤1.152 

1710 – 2180 MHz ≤1.152 

2500 – 2690 MHz ≤1.152 

Max Operation Frequency (GHz) ≥8.8 

Velocity (%) 88 

Dielectric Resistance (MΩ•km) ≥3000 

Dielectric Strength (kV) 6.0 

Jacket Spark (kV) 8.0 

RF Peak Voltage Rating (V) ≥1950 

 

Construction Specifications  

 Material Diameter 

Inner Conductor Copper clad aluminum wire 4.80 

Dielectric Physical foam PE 12.20 

Outer Conductor Regular corrugated copper tube 13.80 

Jacket PE 15.80 

 

Mechanical Specifications   

Operating Temp (℃) -40~+85 

Installation Temp (℃) -40~+85 

Min. Bending Radius (one circle, mm) 70 

Min. Bending Radius (repented circles, mm) 127 

Max. Tensile Force (N) ≥1100 

Stress-crack Resistance GB/T 15065-94 Compliant 

Adhesion of Insulation to Conductor N, GB/T 17737.1-2000 ≥98 

Tensile Strength of Jacket MPa, GB/T 2951.11-2008 ≥10 

Elongation of Jacket GB/T 29511.11-2008 ≥300 

RoHS Compliant 

Weight, approximately (Kg/km) ≥200 
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Attenuation @ 20℃ and Sea Level,Power   

Frequency(MHz) Attenuation(dB/100m) Average Power(KW) Peak Power Rating (kW) 

100 2.1 3.63 

38 

450 4.6 1.63 

800 6.3 1.19 

900 6.7 1.10 

1000 7.2 1.04 

1800 9.9 0.75 

1900 10.3 0.72 

2200 11.2 0.67 

2500 12.0 0.61 

2700 12.9 0.58 

3000 13.5 0.52 

* Attenuation is nominal value, maximum value shall be 113% of the nominal value 

 

Ordering Information  

Product Name Product Description 

A94012020(1-2) 50 Ω - ½” coaxial cable 
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Contact Information  

 

 

 
 

 

 
 
 

Ascent Communication Technology Ltd  
  
AUSTRALIA HONG KONG SAR 
961 Mountain Highway, Boronia Unit 9, 12th Floor, Wing Tuck Commercial Centre 
Victoria 3155, AUSTRALIA 177 Wing Lok Street, Sheung Wan, HONG KONG 
Phone: +61-488 293 682 Phone: +852-2851 4722 
  
CHINA USA 
Unit 1907, 600 Luban Road 2710 Thomes Ave  
200023, Shanghai CHINA Cheyenne, WY 82001, USA 
Phone: +86-21-60232616 Phone:  +1-203 816 5188 
  
EUROPE VIETNAM  
Pfarrer-Bensheimer-Strasse 7a 15 /F TTC Building, Duy Tan Street 
55129 Mainz, GERMANY Cau Giay Dist., Hanoi, VIETNAM 
Phone: +49 (0) 6136 926 3246 
 

Phone: +84 168 481 8348  

 
WEB: www.ascentcomtec.com 

 
EMAIL: sales@ascentcomtec.com 
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